Parameters
	Model 
	NA-49L

	Working size
	1220mm × 2800mm

	Control system
	Taiwan Syntec control system 60CA

	Spindle 
	CC/ 9 KW / 1000- 24000 RPM/min

	Tool magazine
	Linear type / 12 station

	Servo motor
	1.5KW / China
X/Y Axis: 1.5 KW + Z Axis 1.5 KW

	Inverter
	11KW / Fulling / China

	Reducer
	Shimpo / Japan

	Rail 
	 25mm / Taiwan 

	Rack and pinion
	High precision / China

	Machine body
	Heavy-duty machining bed 

	Table design
	Vacuum table / 7 zones

	Cable 
	  High-flexible cables

	Vacuum pump
	7.5KW/ 175 m³/h/air cooling

	Loading&unloading auxiliary device
	Auto pusher

Auto feeding by vacuum cups (2)   

Positioning cylinders.

(Auto align and positioning work piece)

Side auxiliary feeding roller

	Lubrication system
	Auto lubrication system

	Machine enclosure cover
	              Big cover

	Light curtain
	For 1 side 

	Safety fence
	For 1 side 

	Package
	  Plywood box / steel panel


Machine specification in detail
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	The welded frame and bed are annealed: relieving internal stress, hardening, preventing.
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	Single layer PVC vacuum table
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	Seven zone vacuum adsorption table, the adsorption force is more uniform, and the small board is not easy to deviate.
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	Taiwan Syntec control system, table system, fast reaction speed, friendly man-machine, dialogue interface, easier operation
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	ATC spindle : CC/9KW，1000-24000r/min  

ISO30 tool holder
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	XYZ: servo motor/ 1.5KW /China
Servo driver(matching with the above motor)
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	KOTAI 25mm linear rail / Taiwan
higher precision, more hardness
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	 Rack and pinions /China
Higher precision & rack drive,

fast speed ,wear resistance.
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	 Changtong wires

 High flexible cable, durable and reliable
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	Schneider electrics

 More stable and durable
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	Fulling inverter 15 KW /China
frequency converter, fast reaction speed, more stable
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	Linear type 16 stations

Travelling with the Gantry is a 16 station Servo drive (fast) auto tool changer supplied with 8 x ISO30 system tool holders and collects.
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	steel beam, machine body and beam are

quenching treatment,  CNC pentahedron

processing center for processing, to ensure the major cutting gantry strength and processing accuracy
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	Vacuum suction effect is excellent, the dust of cutting tank can be sucked clean.
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	5.5KW/400V/50HZ China pump
high power adsorption, to ensure that the small plate does not shift
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	Drag chain adopts import layered line style, each root

The wires are all separated separately
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	Loading&unloading auxiliary device

Material-gripping device

Auto feeding by vacuum cups
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	Machine enclosure cover
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	One control cabinet can be moved 

The smaller controller is on wheels
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	One control cabinet can not be moved.
The bigger controller without wheels just leveling feet.
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	Light curtain

(For one side)
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	Safety fence

(For one side)

	[image: image23.png]



	Automatic oil lubrication system

	Options

[image: image24.png]




	[image: image25.png]



	Option:  Automatic loading system/ lift table
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	Option: Automatic unloading system / out feed table
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	Option:  Pressure Roller




